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4/8/16-CH HD Hybrid Digital Video Recorder

Features

» 4/8/16-ch video input

» Supports hybrid video input - AHD, Analog and IP camera
= With VGA, HOMI HD output

» H.264 compression

» Supports phone monitoring (iPhone, Android )

» Supports web browser access
« Support Multi-language
- Support [E web server, client software

Specifications

Product Model | VT-DVR4 ' VT-DVRS ' VT-DVRI6
Video/Audio Input
Video Compression | H.264 {High Profile)
Video Input Analog: 4*AHD-M ; Analog: B*AHD-M ; 4*AHD-M; Analog: 16% AHD-M; 8* AHD-M;
Mixed: 2* AHD-M (analog) Mixed: 4* AHD-M {Analog) Mixed:4® AHD-M (analog )+4*720P( network ;
+2%720F (network); +4*720PNetwork); MNetwork: 1*1080P+8"720P;
Metwork: 8*720F; 8*1080F; Metwork: 8*720P; 2*1080P+2°720F; 4*1080P; 20"060H;
Audio Compression | GI1A
Audio Input 4-ch RCA 4-ch RCA 2-ch RCA
Video/Audio Output |
Video Output | 1-ch VGA, 1-ch HDMI
Audic Qutput | 1-ch RCA
Backup _ Metwork backup, USE mobile hard disk

Playback | 4 channels (1-ch real time)

Storage
Hard Disk Interface | 1 SATA (Max 3TB)

Space Occupied | T20P 206G / day*channel; 360H 12~20G f day*channel; Audio; 691.2M / day*channel
External interface _
Input | 4-ch BNC 8-ch BMC 16-ch BNC
Metwork Interface | RJ45 10M/100M adaptive ethemet interface
USE Interface | 2 USB 2.0 ports
Serial Interface | 1 R5-485 Support multi kinds of PTZ protocol
General
Power | 12V/24
Dimension(color box) | 345mm*a5mm*275mm
Met/Gross Weight 1.0ka/1.8Bkg
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